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600 V VOLTAGE TRANSFORMERURC-3
ARTECHE URC series are dry type indoor/outdoor service voltage 
transformers. The core is encapsulated with polyurethane which 
provides excellent internal dielectric properties and mechanical strength, 
ensuring a long mechanical and electrical life. The transformer is 
maintenance free. 

The core is built with high permeability grain oriented silicon steel 
laminations for low losses. The windings are copper wire with copper 
plate double isolation. The concentric distribution of the coils prevents 
magnetic fl ux leakage, achieving greater accuracy and higher capacity 
to withstand mechanical stresses in adverse operating conditions.

Mechanical characteristics

Insulation Material Colors Weight (lbs.)

Resin Blue 15.43     

INDOOR/OUTDOOR
60 Hertz

Drawing number: 4216163
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600 V VOLTAGE TRANSFORMERURC-3
Electrical characteristics
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(V)
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755500106 1.061:1 115/200Y 108.3 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500001 1:1 120/208Y 120 0.6 W - - 300 VA 0.6 10 4 2.5

755500002 2:1 240/416Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500023 2.3:1 276/478Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500024 2.4:1 288/500Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500025 2.5:1 300/520Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500003 3:1 360/480Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500333 3.33:1 400/400Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500004 4:1 480/480Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500020 2:1 480/480Y 240 0.3@12.5VA - - 300 VA 0.6 10 4 2.5

755500416 4.167:1 500/500Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500005 5:1 600/600Y 120 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

755500250 2.5:1 600/600Y 240 0.3 W. 0.6 X - - 300 VA 0.6 10 4 2.5

Notes:


